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Fitting instructions for RM15 1½ litre  

engine oil filter conversion kit. 

 

This fitting kit will include all the parts needed to replace either an original style oil filter or 

one of the earlier style Riley RM Centre replacements, it allows the use of a spin on type oil 

filter. The contents include replacement housing, along with reducing bushes, two new 

flexible oil pipes, copper washers, the mounting plate and a new spin on type oil filter 

element. If new banjo bolts (RM292) or the oil delivery adapters (AA10.95) are required, 

these parts are available separately from the Spares Centre. 

 

When fitting this filter housing conversion kit to the 1½ engine, the recommended method is 

to assemble the shorter front oil pipe and the mounting bracket to the filter housing loosely. 

Then loosely attach the front hose in its position on the engine block. Both of these hose 

ends banjo bolts need to be screwed in far enough to prevent the copper washers being 

dislodged from their correct positions.  Now start one of the engine block to filter mounting 

plate bolts and then pivot the assembly to start the other mounting bolt. The front hose will 

now be in position with a slight bend in it. Next attach the second longer oil pipe.  

 

If the alignment of any of the hose ends is incorrect, the misaligned fitting can be rotated into 

the correct alignment by holding one end securely and gently turning, with pliers’ only, the 

securing ferrule at that end, the rest of the hose will rotate to the correct angle.  Tighten all 

the mounting bolts up and then lastly the oil pipe fittings. Finally attach the oil filter element 

check the engine oil level if necessary and run the engine checking for leaks.   
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